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Slat Installation Guide - MWS SLOTTED INFILLS 

 

 

               Important:                                                                   Slotted Infill 
 

Please read all the instructions prior to starting the installation of your slats. Understanding the process 

correctly will be the difference between a good and great result.  

The recommendations detailed in this guide produced by MWS are formulated along the lines of good building 

practice. They are not intended to be an exhaustive statement of all the relevant data. Further, as the success of the 

projects depends on factors outside the control of MWS (e.g. quality of workmanship, particular design, detail 

requirements, etc), MWS accepts no responsibility for, or in connection with, the quality of the projects or their 

suitability when completed.  

If you are in any doubt please seek independent advice or contact MWS. 

We are always happy and available to answer questions regarding installation no matter how small or silly you think 

they may be.  

24/7 technical and installation advice is available on ph: 0417 414 441 

Step 1 (Installing your slats into MWS slotted infillôs) 

Insert your slotted infill into the post making sure there is no ótop or bottomô or wrong way around. 
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Step 2 - cutting your slats to the correct length 

Measure from inside of one post to the inside of the opposing post. Example: if the measurement is 2650mm then 

you should cut the slats to 2675mm in length ï 25mm more than the inside face to face measurement of the posts. 

 

 

 

 

 

 

 

Step 3 - Installing your slats 

Note: - THINK ABOUT PAINTING YOUR WALL AT THIS STAGE 

1) Now you have fitted your slotted infills and before you insert your slats 

this the best time to paint your wall, or at least the slotted infill section. It 

will be very difficult to paint in between the slats after they are installed. 

 

 

 

 

 

2) In one end only drop in the locking 

profile. 
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3) Next insert your slat into the post that doesnôt have the locking profile behind it and slide it back into the 

opposing slot so it contacts the locking profile. 

 

 

 

 

 

 

 

 

¶ Continue this for all the slats in that section. 

¶ Next insert the remaining locking profile, your slats now cannot be removed. 

 

Step 4 ï Vertical Brace (optional) 

To stabilize the slats in the middle over longer spans you can 

install a vertical brace (as per the picture) 

 

 

 

 

 

 

Measure the height of the slats and minus 10mm. This is the 

length you will cut your vertical brace at ie if you measure 

590mm from the bottom of the slats to the top you will cut your 

vertical brace at 580mm. 
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Fit the plastic end caps to your vertical brace 

 

 

 

 

 

 

 

Mark the middle of the slats and apply a small square of 

high strength double sided tape (we use and recommend 

3M tapes that are suitable for powder coat finishes) 

*Remember to clean both surfaces that the double sided 

tape will be applied to with a suitable alcohol wipe. 

Next to the square of double sided tape also place a small 

daub of exterior grade silicone. The double sided tape is 

there to hold the vertical brace in position whilst the 

silicone dries. 

 

 

Making sure the vertical brace is square and vertical gently push it into position with someone on the other side of the 

slats pushing back to counteract your pushing action. 

 

 

 

 

 

 

 

 


